
 
 

 

PHOTOLUMINESCENT/REFLECTIVE INDOOR PAVEMENT MARKER 
(SKU: 83-7000) 
Our PERMALIGHT® Photoluminescent Indoor Pavement Markers create safety rumble "bumps" on the ground for 
alerting forklift and other indoor vehicle drivers that they have strayed from the proper lanes in a warehouse and other 
industrial indoors areas. 
Combining the safety features of photoluminescence (a.k.a. "glow in the dark") and reflective light strips, these 
pavement markers also provide guidance and orientation in an emergency blackout/darkness situation. 
 
High Wear and Tear Resistance 
The durable polyethylene markers resisted a Bearing Test at 80 kN (kilo Newton) which equals the force of 80,000 
kg = 176,000 lbs at the speed of 1 meter per second.   
 
Base Pattern Increases Adherence, Dramatically Lowers Marker Loss  
The markers’ inner base pattern lets 2-Part Epoxy Adhesive flow into cavities, creating a positive Locking Bond 
between marker and 2-Part Epoxy Adhesive.  The result is a greater adhesion, reduced marker loss and thus lower 
replacement costs.   
     

 
 

Rumble Effect Keeps Forklift Drivers in Lane 
Every marker features a raised design that produces a rumble effect alerting forklift drivers when they stray from their 
proper warehouse or storage facility lanes.   
 
Clear Lane Delineation with Lights on and Escape Route Delineation in the Dark 
When installed on 3-ft. to 5-ft. centers, the markers’ raised design appears as a bright, continuous line for maximum 
delineation with lights on and in full darkness.   
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(Installation instructions on the next page)  
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INSTALLATION INSTRUCTIONS 
Application of the indoor pavement markers is easy with a 2-Part Epoxy Adhesive, such as LORD 320/322.  You may 
also find other suitable 2-part epoxy adhesives at your local Home Depot, Lowes or similar hardware stores.  
 

Ø If you have a high-gloss floor surface, lightly sand the installation spot. A rough surface works best since it 
allows the adhesive to get a good foothold.  

Ø Prepare the floor area for the indoor pavement marker by: 
1. BRUSH CLEANING to first remove dust and large particles. 
2. WET CLEANING with fresh, clean water and microfiber cloth to thoroughly remove dust and 

dirt particles from the floor surface. For large installation projects, you may have to frequently 
pour out dirty water to continue cleaning with fresh, clean water 

3. ISOPROPYL ALCOHOL: take a different Microfiber Cloth (not previously used for water-
cleaning) and wipe over the installation spot to remove any grease or grime. Let the alcohol 
evaporate.   

4. Spot application surface must be thoroughly clean and dry.  
Ø Proper surface preparation is absolutely essential; nothing sticks well to dust and dirt! 
Ø Apply the 2-Part Epoxy Adhesive directly to the backside of the marker, making sure to fill all voids.  Plus 

apply a generous, heavy, thick blob of 2-Part Epoxy Adhesive to the marker backing.   
Ø Firmly press-apply the adhesive-supported marker onto the clean, dust-free, dry floor spot, so the adhesive 

oozes out from beyond the marker underside. This generous bed of adhesive gives the marker its hold. 
Ø Allow a 24-hour full cure before disturbing the markers.  
Ø Read the 2-Part Epoxy Adhesive instructions for curing/ drying time of the particular brand of 2-Part Epoxy 

Adhesive that you source from your local hardware store.  
Ø Each manufacturer has slightly different instructions and SDS – Safety Data Sheets that you have to read 

and follow.   
 
For more information on the LORD 320/322, please consult the LORD data sheets at 
https://www.lord.com/products-and-solutions/adhesives/lord-320322-epoxy-adhesive or call LORD: 1-877-
ASK LORD (877-275-5673). You may also check at your local hardware store (such as Home Depot or 
Lowes) for a suitable 2-part epoxy adhesive. 
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